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>From ???@??? Wed Mar 8 22:24:59 2000 -0600 

Date: Wed, 8 Mar 2000 22:22:30 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2827 

Message-Id: <20000309043302.7D0EF274B4@devel43.theporch. com> 


BOATANCHORS Digest 2827 
Topics covered in this issue include: 


1) Fixing up your old dynamotors... 
by "Tony Grogan" <wsno19@mindspring.com> 
2) WTS: Serious firebottle amp 
by TOM BIRD <1050@worldnet.att.net> 
3) Re: recommissioning dynamotors 
by Ray Mote <rmote@rain.org> 
4) recommissioning dynamotors 
by "Owens, Clarence" <clare.owens@otis.com> 
5) WS 53 parts wanted 
by BEN NOCK <G4BXD@compuserve.com> 
6) A14 atu FS 
by BEN NOCK <G4BXD@compuserve.com> 
7) Dynamotors Re Lubbing 
by Andre Guibert <aguibert@sympatico.ca> 
8) BC221 Calibration Book Question 
by Jerry Proc <jproc@idirect.com> 
9) Re: Dr. Raply Muchow 
by Norm Flasch <flasch@cushy.ece.nwu.edu> 
10) "CW Crystals"?? 
by "Sandy W5TVW" <ebjr@i-55.com> 
11) The AN/PRC-15 
by "Tony Grogan" <wsno19@mindspring.com> 
12) Re: East Coast Mil Radio Rally - Sept. 8/9/2000 (PRELIMINARY) 
by William Donzelli <aw288@osfn.org> 
13) Re: The AN/PRC-15 
by David Ross <ross@hypertools.com> 
14) WTB: aircraft radio items 
by Ian Abbott <ian@gene.com> 
15) RE: Scott Navy SLRM working - Thanks 
by "Christopher A.Bowne" <radiobwn@riconnect.com> 
16) Re: Scott Navy SLRM working - Thanks 
by JACK IVERSON <jackiv@juno.com> 
17) "Bug" parts needed.... 
by "Sandy W5TVW" <ebjr@i-55.com> 
18) Re: Dynamotors Re Lubbing 


by "Ed Zeranski" <ezeran@concentric.net> 
19) Re: recommissioning dynamotors 

by "Ed Zeranski" <ezeran@concentric.net> 
20) Re: "CW Crystals"?? 

by "Ed Zeranski" <ezeran@concentric.net> 


Message-ID: <0Q01c01bf8934$47827560$90c1f7a5@biy28> 

From: "Tony Grogan" <wsno19@mindspring.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Fixing up your old dynamotors... 

Date: Wed, 8 Mar 2000 11:27:00 -0800 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----=_NextPart_000_0019_01BF88F1.38B75CA0" 


This is a multi-part message in MIME format. 


ares =_NextPart_000_0019_01BF88F1.38B75CAO 

Content-Type: text/plain; 
charset="iso0-8859-1" 

Content-Transfer-Encoding: quoted-printable 


Many of the smaller older dynamotors e.g. DM-32, DM53? et.al. used a = 
bearing that was still made in the 80's 

by a company (then) a GM affiliate. The company was called NEW DEPARTURE 
and the bearing number 

was 34KDD. These, I believe, were a non-oilite bearing that would stand 
being washed out and having the grease 

replaced. Avoid kerosene as it contains a lot of water. Dissasemble the 
dynamotor. Be sure that you "lay" the brushes 

out in the order in which they were removed!! (not all brushes are set = 
in the brush-holder at the "crown" of the respective 

commutators so will be worn "biased". Using a small bearing puller, pull 
off the bearings. (Your choice if you want to put them=20 

on the same ends again....matter of wear!! Wash out the bearings and = 
GENTLY air dry. Taking your favorite lubricant, place a 

small amount (a glob) in the middle of a shop-cloth. Place the bearing 
in the middle of the "glob" and gently "screw down" on 

the cloth till grease has permeated its way thru the bearing. Do not = 
overpack!!!!!!. Re-assemble. 


If you wish, on can purchase commutator grinding stones and polish the = 
commutators in place. Also with small dynamotors one can=20 

clean out the "cuts" that seperate each commutator pad.. using an EXACTO 
knife. It is well to test for continuity through opposing (same side) 
commutator pads AND if you have an insulation testor (MEGGER)...ensure = 
that the "L.V" side is well insulated from the "H.V." side. 


Most popular dynamotor exploded views and part numbers could be found in 
the 70's and 80's in a USAF publication called "DYNAMOTORS" 


The pub number started off 12R2-??-???-??. I have this pub...but not at = 


home today. Good luck. I am sure this simple info can be embellished 
I have dissasembled 100's of them and these procedures work well. Tony 
Grogan WA4MRR. 


teres =_NextPart_000_0019_01BF88F1.38B75CAO 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 
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Message-ID: <38C68958.E18DBA87@worldnet.att.net> 

Date: Wed, 08 Mar 2000 12:09:51 -0500 

From: TOM BIRD <1050@worldnet.att.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: WTS: Serious firebottle amp 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


Hi to all > 
I am posting this for a friend who wishes to sell his homebrew amp. If 
interested, please contact him - NOT - me. 


This is a pair of 4-1000's, cathode-tuned and switched input. The output 
circuit uses vacuum variable caps and roller-inductor and will cover 
10-80 meters. Has not been run on 160, but probably could be encouraged 
to play that tune with a little help. 

The filament and control power supplies are built in - the plate supply 
is separate. Has step-start and time delay for blower blow-down. The 
antenna switching is handled with a vacuum relay. It appears that there 
is ample room to add a plate supply in the enclosure, if that were 
desired. Included is a pair of spare, NIB finals. All stages are metered 
and the workmanship is impressive. 


Asking price is $4000. 
Please contact: Howard Wolfe (201) 768-2010 
Thanks, 


George K2MYR 


Date: Wed, 8 Mar 2000 09:45:16 -0800 (PST) 

From: Ray Mote <rmote@rain.org> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: recommissioning dynamotors 

Message-ID: <Pine.GS0O.4.21.0003080855520 .13005-100000@coyote.rain.org> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


I've been following this thread with both interest and consternation 
(and occasional gnashing of teeth). I guess it's natural for everyone 
to submit their favorite lubricant. However, a xfewx of the 
suggestions have been downright scary. (These are good people, 

with the best of intentions, but some of this is still bad advice.) 
When an excellent tutorial on this subject is already available, it really 
doesn't make a great deal of sense to totally rehash the material 

and confuse beginners. I would respectfully submit that it's better to 
point them to that material and invite them to come back with any 
questions that develop after reading it and trying the recommended 
approach. 


The two-part ER article written by Mike Hanz is the best information on 
this topic that I've ever seen in print. For those who haven't seen 
it, the article is a step-by-step description of how to do the job 
properly, including an excellent lubricant (Mobilith SHC-100). There 
are dozens of dynamotors running in his basement right now, doing the 
job they were designed to do -- powering complete ATA/ARA, ATB/ARB, 
SCR-274N, AN/ARC-5, GF/RU, AN/ART-13, BC-348, and a whole slew of 
airborne countermeasures gear. Every one of them has been given a 
thorough refurb by Mike. 


If you can't find Mobilith SHC-100, call MSC. Part number for the 
12.5-oz tube is 60002623 @ $5.38/tube according to my catalog. They 
are at (800) 645-7270 or <http://www.mscdirect.com> in Plainview, NY, 
with warehouses in Harrisburg PA, Atlanta GA, and Elkhart IN. 


BAfolk are notorious for their independent, "free spirit" approach, and 
that's just fine. They recognize the risks and are willing to accept 
them. If, however, you're a beginner at dynamotor refurb and just want 


to get the job done with a safe-n-sane approach, I'd recommend that you 
follow Mike's advice. 


73....Ray Mote, K5FKT <xrmote@rain.org> Oxnard, CA 


Content-return: allowed 

Date: Wed, 08 Mar 2000 13:38:01 -0500 

From: "Owens, Clarence" <clare.owens@otis.com> 
Subject: recommissioning dynamotors 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QFR4QQ0DHD931LM@mailman.otis.com> 
MIME-version: 1.0 

Content-type: text/plain 


I too have been reading this thread with interest. As I did the last time 
dynamotor refurbishing was brought up and as I did when Mike Hanz wrote his 
excellent two part ER article on dynamotors. 


I called MSC well over a year ago and bought three tubes of the red Mobilith 
synthetic grease that Mike has recommended. There is one thing about the 
grease that makes me uncomfortable about it, however. All three tubes have 
been leaking the beautiful red synthetic oil and I've had to put them into a 
plastic bag with some paper towels in order to prevent a real mess. The 
grease in the tubes is quite soft but has begun to show cracks, apparently 
from the loss of the oil. 


My concern is not in using this grease when the dynamotor is to be used 
regularly but rather when it will sit idle for several months between uses. 
Won't the oil separate just as it is doing in the tubes? It seems to me 
that along with leaking all over the inside of the dynamotor the grease will 
be compromised by the loss of its oil. 


I was very disappointed that such an expensive and supposedly high quality 
grease would separate as though it were the cheapest of ordinary grease. 


Again, no doubt not a problem for things that are spun up regularly. But I 
know I will not be running my dynamotors more than once or twice a year. 


73, 


Clare Owens N2RJB 


Date: Wed, 8 Mar 2000 14:36:33 -0500 

From: BEN NOCK <G4BXD@compusetrve.com> 

Subject: WS 53 parts wanted 

To: Old Tube Radios <boatanchors@theporch.com> 


Message-ID: <200003081436_MC2-9C54-7129@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


WANTED: 
WS No 53 RF Amplifier unit No 4 
complete or part for restoration. 


Ben G4BxXD 


Date: Wed, 8 Mar 2000 14:36:40 -0500 
From: BEN NOCK <G4BXD@compusetrve. com> 
Subject: A14 atu FS 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200003081437_MC2-9C54-7132@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


A14 atu, sits on top of the set, 20 Pound +pp 


Ben G4BxXD. 


Message-Id: <1.5.4.16.19800104170004.277£1446@pop1.sympatico.ca> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Andre Guibert <aguibert@sympatico.ca> 

Subject: Dynamotors Re Lubbing 

Date: Wed, 8 Mar 2000 16:09:21 -0500 


Bon Apres Midi to All 

Just opened an AR2 receiver(RCAF) dynamotor end bell. 
Written inside: Use "ANDOC "C" grease, smear grease on 
bearing end, do not pack. 


Anybody knows anything about it? 


Andre Guibert 


aguibert@sympatico.ca 


Message-ID: <38C6C818.AC8DF81D@idirect.com> 
Date: Wed, 08 Mar 2000 16:37:29 -0500 

From: Jerry Proc <jproc@idirect.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: BC221 Calibration Book Question 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi Folks, 


I received this e-mail from Holland and I can't recall if the topic of 
BC221 calibration books was ever discussed on Boatanchors. Based on 
the responses, I will cobble an answer for PA3FVQ in order to reply to 
the question. 


Subject: calibration booklets of bc221 

Date: Wed, 8 Mar 2000 10:12:24 +0100 

From: "J.H. P. de Vries" <cctsrsrbc@devriesjhp.demon.nl> 
To: <jproc@idirect.com> 


Dr Om, 


Here in Holland we have the "surplus radio society', A CLUB OF HAMS 
WHO ARE INTERESTED 

IN THE HISTORY OF OLD RADIO'S. A problem that bugs us for quite some 
time is the way in 

which the sets were calibrated and more specifically, how they managed 
to mass produce this 

fine laboratory-quality measuring instrument. Surely there must have 
been an automatic 

method of calibrating the sets and at the same time printing the 
calibration book. Up till now, we 

did not succeed in getting any relevant information. Do you now 
anything or anyone whe can 

bring us in the clear? 


Jan HP de Vries, PA3FVQ 


Regards, 
Jerry Proc VE3FAB jproc@idirect.com 
Web: www3.sympatico.ca/hrc/haida 


HMCS HAIDA Historic Naval Ship, Toronto Ontario 


From: Norm Flasch <flasch@cushy.ece.nwu.edu> 
Message-Id: <200003082209.QAA18507@cushy.ece.nwu.edu> 
Subject: Re: Dr. Raply Muchow 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Wed, 8 Mar 2000 16:09:43 -0600 (CST) 
MIME-Version: 1.0 

Content-Type: text/plain; charset=US-ASCII 
Content-Transfer-Encoding: 7bit 


I am very sorry to hear about the passing of Dr. Muchow. He was a 

very interesting perosn. I visited his museum in August of '98 

during Radiofest and had a very pleasent conversation with him and 

his wife. He was interested in me because I work for NU. He was a 
graduate of NU Dental School and was disapointed that they were closing 
it. We talked about our respective collections as well. He was a 
gentleman. 


To say his collection is "awsome" is an understatement. If you like 

old radios it is overwhelming. Radios and electronics packed everywhere 
on most of 3 floors of the building. Floor to ceiling. The Collins 

(1908 or so) cordless telephone, the huge Brunswick wall unit radio that 
was custom built for Rudolph Valantino (sp?) and the Atwater Kent fountain 
radio. That's right. The radio came complete with a working fountain. 
The Scotts, AK sets and a full room of communications receivers. Mikes, 
tubes, variable caps, speakers of every description and the numerous 

signs and labels. He even had a working AK breadboard that visitors 

could tune. Dr. Muchow sure make the best of his interest. 


Norm Flasch 

ECE Teaching Labs Manager 
Northwestern University 
Evanston, Illinois 

847 - 467-4387 


Message-ID: <002301bf8950$8409ffa0$6464e7d0@sandy-s-pentium> 
From: "Sandy W5TVW" <ebjr@i-55.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: "CW Crystals"?? 

Date: Wed, 8 Mar 2000 16:47:40 -0600 

MIME-Version: 1.0 

Content-Type: text/plain; 


charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Hello All: 


Has anyone had contact with John, the guy who took over "CW 
Crystals", 
lately? I e-mailed him some time ago but got no response. (2-3 
months 
ago) 

73, 
Sandy W5TVW 


Message-ID: <0Q00801bf8969$£7£71600$2fdbcdcf@biy28> 

From: "Tony Grogan" <wsno19@mindspring.com> 

To: Old Tube Radios <boatanchors@theporch. com> 

Subject: The AN/PRC-15 

Date: Wed, 8 Mar 2000 17:51:18 -0800 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----=_NextPart_000_0005_01BF8926.E88D4C40" 


This is a multi-part message in MIME format. 


Hetero =_NextPart_000_0005_01BF8926.E88D4C40 

Content-Type: text/plain; 
charset="i1s0-8859-1" 

Content-Transfer-Encoding: quoted-printable 


Gentlemen (do we have ladies?), 

I am kicking off my = 
annual pilgrimage to restore more B.A.'s. I really need a copy of 
the? or? Technical Manual(s) for the AN/PRC-15 and would be delighted to 
talk with other owners of same. 


Todate, I have only discovered a nice example at the Signal Corps = 
Museum, Ft. Gordon, in Augusta, GA. There must be others? 


I think this radio was not ever issued to the field, I kinda think it is 
like the AN/PRC-36's(XE)...the tag says AN/PRC-15(T-1)? 


aeasss =_NextPart_000_0005_01BF8926.E88D4C40 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 
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Mail Lists at theporch.com only accept PLAIN TEXT 
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Date: Wed, 8 Mar 2000 17:54:29 -0500 (EST) 

From: William Donzelli <aw288@osfn.org> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: East Coast Mil Radio Rally - Sept. 8/9/2000 (PRELIMINARY) 
Message-ID: <Pine.SUN.3.91-FP.1000308172833 .5038B-100000@osfn.org> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


> Never went to an AWA meet. No doubt they are great. 
> BUT. The MV meet at Tobyhanna is great also and is something 
> anyone interested in mil radios would be thrilled to see. 


Now I don't want to offend the MVPA or you or anyone else, but I 
seriously doubt that the Tobyhanna meet comes near the qualtiy of the AWA 
conference. Maybe because you have never been there, you may be quick to 
dismiss it. Simply put, the AWA conference at Rochester is the _best_ old 
radio show in the _world_ - and we are into radio more so than vehicles. 


This is not just a hamfest with lots of garbage and a few tables scattered 
about with good things. At the Rochester show you will get to see many 
things that are super rare or important. It is not uncommon to see choice 
pieces by the _hundreds_! Military radios and boatanchors do make a pretty 
good showing - last year I would say that 15 or 20 tables in the flea 
market had from a little to lots of BA and military gear. 


The talks and presentations are also first class, as are the auctions. 

Last year the TCA (Tube Collectors Association) had a presentation and 

meeting, and the tube and communications (read "BA") auction were very 

nice indeed. The collection at the AWA Annex is also pretty darn nice - 
there is more military stuff than you might think! 


Finally, keep in mind that since the show draws from all over the world, 
it is the one time per year that many collectors get to shake hands. The 


social aspect may be the most important. 


Basically, once one goes to Rochester, one's life every Fall until death is 


centered around Upstate New York. 


> My vote is to hold the event at Tobyhanna. And leave everyone 
> decide which one to attend. 


Keep in mind that for many, the decision has been made for the AWA meet. 
Hotel and travel reservations have been made, and maybe even work 
schedules already "in the books". It would be a shame that a number of 
the hardcore military radio collectors are going to have to be put under 
the spotlight and forced to make a tough decision. I have no idea how 
many will go to each show, but I can see a split that will not do anyone 
any good. For this first year, I would think that getting the best 
attendance would be paramount for survival for the second year - sort of 
like trying to reach an unknown critical mass. 


Please (to those making the decisions about the meet), don't compete with 
the AWA. Take the safe path and schedule the meet some other time. That 
way, the first year can have the biggest attendance of military radio 
collectors, plus everyone still has a shot at going to the AWA or MVPA at 
their leisure. 


William Donzelli 
aw288@osfn.org 


Message-Id: <3.0.6.32.20000308150536.007a9560@mail.willapabay.org> 
Date: Wed, 08 Mar 2000 15:05:36 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: David Ross <ross@hypertools.com> 

Subject: Re: The AN/PRC-15 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Tony & the gang - 


At 05:51 PM 03/08/2000 -0800, Tony Grogan wrote: 
>Gentlemen (do we have ladies?), 

> I am kicking off my annual pilgrimage to 

>restore more B.A.'s. I really need a copy of 

>the? or? Technical Manual(s) for the AN/PRC-15 

>and would be delighted to talk with other owners of same. 
> 

>Todate, I have only discovered a nice example at the 
>Signal Corps Museum, Ft. Gordon, in Augusta, GA. 
>There must be others? 

> 

>I think this radio was not ever issued to the field, 
> 


>I kinda think it is like the AN/PRC-36's(XE)...the 
>tag says AN/PRC-15(T-1)? 


Other than the picture in Jane's Mil Comm books, I've never seen or heard 
of a PRC-15 HF manpack. Do you own one, Tony? Do you know who 
manufactured the one at Ft. Gordon? 


Apparently the PRC-15 was taken seriously for a time. The Canadian Armed 
Forces sometimes number their radios as <U.S. AN/ number + 500>, as in 
PRC-508, PRC-510, etc. Canada bought Collins of Toronto 719D-2 HF manpacks 
and called them the PRC-515, possibly following the U.S. PRC-15 number... 


I've seen _lots_ more PRC-34s & PRC-36s than PRC-15s... 


73 
Dave Ross N7EPI ross@hypertools.com 


Message-ID: <38C6DE84.3582B1@gene.com> 

Date: Wed, 08 Mar 2000 15:13:08 -0800 

From: Ian Abbott <ian@gene.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: WTB: aircraft radio items 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hello- 
I'm looking to buy the following items: 
MT-605A/APR-9 mounting rack 
TS-250/APN Test set used to calibrate AN/APN-1 radio altimeter 
installations 
Please reply to me directly (ian@gene.com), not to the list, with 
condition and asking price if you have either of these items. 
Thanks for your help! 


Ian Abbott 


Ian E. Abbott | email: ian@gene.com 


Message-ID: <Q1BF8932.A07A4140@dia153.pm3-v90.mystic.riconnect.com> 
From: "Christopher A.Bowne" <radiobwn@riconnect.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: "'boatanchors@theporch.com'" <boatanchors@theporch. com> 
Subject: RE: Scott Navy SLRM working - Thanks 

Date: Wed, 8 Mar 2000 19:15:06 -0500 


Re the weak BFO in the SLRM - when you receive your schematic you will seee 
why. The BFO apparently relies on stray coupling to the IF signal. There 
is no apparent deliberate coupling from the BFO circuit to anywhere in the 
IF signal chain. I have used a gimmick cap made from a few inches of 
twisted wire to loosely couple the BFO to the grid of the last IF amplifier 
to raise the BFO injection level. The free end of one of the twisted wire 
pair is inserted into the 2nd IF 12SK7 socket grid pin hole, and the other 
wire's free end is inserted into the 12SN7 BFO stage socket cathode pin 
hole, and then the tubes are inserted into the sockets. (Don't have the 
schematic handy to give you the specific pins). As I recall, the reason I 
tapped onto the BFO cathode is because the plate is bypassed for RF to 
ground. Since the BFO only operates in the CW mode, with the AVC disabled, 
this additional injection does not swamp the receiver gain. Add or 
subtract twists to the gimmick to adjust the injection to suit. 


When I first got my SLRM going in 1964 ( it had one of those big cartridge 
ballast resistors burned out), it was very insensitive, especially at high 
frequencies. Turned out that the capacitor in series with the antenna lead 
to the RF amp grid coils was the culprit. I just soldered a jumper across 
it - and the receiver came alive! As I recall this is a relatively large 
(.01 uF?) capacitor, why it would have such a high reactance at RF was 
never obvious, unless it was defective. It also wasn't obvious why it was 
there in the first place. 


73, 
Chris Bowne, AJ1G 


Stonington, CT 
radiobwn@riconnect.com 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Wed, 8 Mar 2000 19:09:31 -0600 

Subject: Re: Scott Navy SLRM working - Thanks 
Message-ID: <20000308.194820. -278433.27.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: JACK IVERSON <jackiv@juno.com> 


re ant series caacitor, as this was a chassis that could be hot, an 
isolation cap was in series?? 


On Wed, 8 Mar 2000 19:15:06 -0500 "Christopher A.Bowne" 
<radiobwn@riconnect.com> writes: 

Re the weak BFO in the SLRM - when you receive your schematic you 
will seee 

why. The BFO apparently relies on stray coupling to the IF signal. 
There 

is no apparent deliberate coupling from the BFO circuit to anywhere 
in the 

IF signal chain. I have used a gimmick cap made from a few inches 
of 

twisted wire to loosely couple the BFO to the grid of the last IF 
amplifier 

to raise the BFO injection level. The free end of one of the 
twisted wire 

pair is inserted into the 2nd IF 12SK7 socket grid pin hole, and the 
other 

wire's free end is inserted into the 12SN7 BFO stage socket cathode 
pin 

hole, and then the tubes are inserted into the sockets. (Don't have 
the 

schematic handy to give you the specific pins). As I recall, the 
reason I 

tapped onto the BFO cathode is because the plate is bypassed for RF 
to 

ground. Since the BFO only operates in the CW mode, with the AVC 
disabled, 

this additional injection does not swamp the receiver gain. Add or 
subtract twists to the gimmick to adjust the injection to suit. 


When I first got my SLRM going in 1964 ( it had one of those big 
cartridge 

ballast resistors burned out), it was very insensitive, especially 
at high 

frequencies. Turned out that the capacitor in series with the 
antenna lead 
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to the RF amp grid coils was the culprit. I just soldered a jumper 
across 

it - and the receiver came alive! As I recall this is a relatively 
large 

(.01 uF?) capacitor, why it would have such a high reactance at RF 

was 

never obvious, unless it was defective. It also wasn't obvious why 
it was 

there in the first place. 


73, 
Chris Bowne, AJ1G 


Stonington, CT 
radiobwn@riconnect.com 
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Message-ID: <0Q0Qfa01b£897c$1eed9560$6464e7d0@sandy-s-pentium> 
From: "Sandy W5TVW" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: "Bug" parts needed.... 
Date: Wed, 8 Mar 2000 21:52:33 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Looking for the following parts from a "flat" or a "round" 
pattern 
Vibroplex (Champion-Lightning bug/Original series)... 


Dot lever stop screw and locking nut (from left side of 
"bridge" ) 
Dash contact screw with contact and locking nut. 


Yes, I know I can probably get these from the *new*x Vibroplex 
company 
in Mobile, AL, but I'm preferably looking for some off an old bug 
that have 
the nickle plate worn off. Anybody have any junkers out there? 
I'm 


trying to rebuild what looks like an old Vibroplex Blue Racer. 


73, 
Sandy W5TVW 


Message-ID: <004e01bf8a48$28ecOcaO$8ed8fea9Gg5p3m4> 
From: "Ed Zeranski" <ezeran@concentric.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Dynamotors Re Lubbing 
Date: Thu, 9 Mar 2000 20:21:49 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Bon Apres Midi to All 


Just opened an AR2 receiver(RCAF) dynamotor end bell. 
Written inside: Use "ANDOC "C" grease, smear grease on 
bearing end, do not pack. 

Anybody knows anything about it? 
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Andre et all, 


That was the missive which sent me on the "Goo Quest" for the 
appropriate lube, the endbells of the TCS dual dyno has a like script and 
admonition. I did a websearch then made SEVERAL phone calls looking for the 
prescribed ANDOC-C. Deal is ...they (Standard Oil) still make the product 
but it is not available in small quantities. Am using a hi-speed bearing 
grease but have noted to do a clean and relube more often than 56 years. 


Message-ID: <005301bf8a48$b71a5d60$8ed8fea9Gg5p3m4> 
From: "Ed Zeranski" <ezeran@concentric.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: recommissioning dynamotors 
Date: Thu, 9 Mar 2000 20:25:48 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


>If you can't find Mobilith SHC-100, call MSC. Part number for the 


>12.5-o0z tube is 60002623 @ $5.38/tube according to my catalog. They 
>are at (800) 645-7270 or <http://www.mscdirect.com> in Plainview, NY, 
>with warehouses in Harrisburg PA, Atlanta GA, and Elkhart IN. 


That is one of the products I have! Couldn't remember the number when the 
last post went out but went back to the wallow to dig out the goo. Mine came 
from a Mobile dealer in El Cajon, CA. 


Message-ID: <005cO1bf8a48$feff8420$8ed8fea9Gg5p3m4> 
From: "Ed Zeranski" <ezeran@concentric.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: "CW Crystals"?? 
Date: Thu, 9 Mar 2000 20:27:48 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


As Original Message----- 

From: Sandy W5TVW <ebjr@i-55.com> 

To: Old Tube Radios <boatanchors@theporch. com> 
Date: Wednesday, March 08, 2000 2:49 PM 
Subject: "CW Crystals"?? 


> Hello All: 


> 
> Has anyone had contact with John, the guy who took over "CW 
>Crystals", 


>lately? I e-mailed him some time ago but got no response. (2-3 
>months 
>ago) 
> 73, 
>Sandy W5TVW 
> 
Sandy and BA Folks, 
I phoned a couple of weeks ago only to be told the owner had passed 
away...no word on further production. 
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